




(4)	 Replacing the Steering Motor

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

zz When the steering wheel is difficult to remove, contact your distributor. Use of 
excessive force to remove the steering wheel may result in malfunction or damage.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the environment sensor. (See “8B-3-2 (11) Replacing the Environment Sensor” on page 
120.)

3	 Remove the steering assembly. (See “8B-3-4 (1) Removing and Installing the Steering Assembly” 
on page 131.)

4	 Remove the analog interface together with the interface bracket. (See “8B-3-4 (2) Replacing the 
Steering Assembly Analog Interface” on page 133.)

5	 Remove the steering wheel and the collar. (See “8B-3-4 (3) Removing and Installing the Steering 
Wheel” on page 135.)

Countersunk washer nut (M12)

Steering wheel

Center cap

Countersunk cap bolt
(M4 x 15)

Collar
Steering assembly
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6	 Remove the two stainless steel rhombic flanged hexagon socket head set screws (M5 x 5).

Stainless steel rhombic flange

Hexagon socket head set screw (M5 x 5)

Allen wrench (3 mm between flats)

7	 Remove the four flanged bolts (M8 x 20) on the sub frame, and remove the main frame.

Sub frame

Main frame

Steering motor

Flanged bolt (M8 x 20)

Flanged bolt (M8 x 20)
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8	 Remove the stopper arm B from the steering motor shaft, and remove the key and spacer.

9	 Remove the four flanged bolts (M8 x 20), and remove the sub frame.

�	 Replace the steering motor with a new one.

Sub frame
Spacer

Stopper arm B

Key

Label
* Install with the label 
 facing upward

Steering motor

Flanged bolt (M8 x 20)

�	 To install, perform the procedure in reverse.  
Install the steering motor with the label facing upward.

zz After replacement, be sure to check the steering operation. 
(See “7-9 Adjustments after Parts Replacement (GO TO I/F INITIALIZE)” on page 68.)
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8B-3-5	 Shift (6-Speed MT) Assembly - Must be performed by a technician -

(1)	 Removing and Installing the Shift (6-Speed MT) Assembly

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the gate cover. (See “8B-3-2 (8) Removing and Installing the Control Panel” on page 
116.)

3	 Remove the four Phillips hexagon socket head bolts (with flat and split washers) (M6 x 16), and 
pull out the shift (6-speed MT) assembly

4	 Disconnect the four connectors on the back side, and remove the shift (6-speed MT) assembly.

Phillips hexagon socket head bolt
(with flat and split washers)
(M6 x 16)

Shift (6-speed MT) assembly

Connector
(2-pin, white)

Label (red)
Connector
(2-pin, red)

Connector
(3-pin, white)

Connector
(3-pin, red)

5	 To install, perform the procedure in reverse. 
Refer to the figure above, and connect the connectors correctly.

zz After replacement, be sure to check the switch operation.  
(See “7-8-6 Input/Output Test of Switches (I/O TEST)” on page 46.)
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(2)	 Replacing the Photosensor

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the shift (6-speed MT) assembly. (See “8B-3-5 (1) Removing and Installing the Shift 
(6-Speed MT) Assembly” on page 139.)

3	 Disconnect the connector of the photosensor to be replaced.

4	 Remove the Phillips pan head screw (M3 x 6), and replace the photosensor.

Phillips pan head screw (M3 x 6)

Photosensor
(for gears 5 and 6)

Photosensor
(for gears 1 and 2)

Connector

5	 To install, perform the procedure in reverse.

zz After replacement, be sure to check the switch operation.  

(See “7-8-6 Input/Output Test of Switches (I/O TEST)” on page 46.)
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(3)	 Replacing the Micro switch

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the shift (6-speed MT) assembly. (See “8B-3-5 (1) Removing and Installing the Shift 
(6-Speed MT) Assembly” on page 139.)

3	 Disconnect the two connectors as shown in the figure.

4	 Open the cable clip and release the two snap-in fasteners.

Connector

Cord clip

<To install> <To remove>

Click!

Snap-in fasteners

Long-nose pliers

5	 Remove the eight flange socket head bolts (M4 x 6).

Flange socket head 
bolt
(M4 x 6)

Flange socket head bolt
(M4 x 6)
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6	 Disconnect the connector.

Connector

Micro switch
(for gears 1, 3 and 5)
* The micro switch for gears 
 2, 4 and 6 is on the opposite side.

7	 Remove the two Phillips pan head screws (M2.6 x 10), and replace the micro switch.

Micro switch

Phillips pan head screw (M2.6 x 10)

8	 To install, perform the procedure in reverse.

zz After replacement, be sure to check the switch operation.  

(See “7-8-6 Input/Output Test of Switches (I/O TEST)” on page 46.)
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(4)	 Replacing the Shutter

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the shift (6-speed MT) assembly. (See “8B-3-5 (1) Removing and Installing the Shift 
(6-Speed MT) Assembly” on page 139.)

3	 Insert an open-end wrench (14 mm across flats) through the tool hole, and engage it with the 
locking section (flat section) of the lever shaft to fix the lever shaft. With the wrench held in this 
condition, rotate the shift knob in the counter-clockwise direction to remove it. If the shift knob 
is too slippery to turn, wrap adhesive fabric tape or rubber bands around the shift knob.

Tool hole

Locking section
of lever shaft

Wrench

Shutter

Shift knob

4	 Pull out shutter A and shutter B, and replace them.

Shift (6-speed MT) assembly

Shutter A

Shutter B

5	 To install, perform the procedure in reverse. 
Refer to the above figure and check the direction of the shutter carefully during reassembly.
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(5)	 Replacing the Center Boss

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the shift (6-speed MT) assembly.
(Refer to “8B-3-5 (1) Removing and Installing the Shift (6-Speed MT) Assembly” on page 139.)

3	 Disconnect the two connectors, open the cable clip and remove the two snap-in fasteners. (See 

step 4 of “8B-3-5 (3) Replacing the Micro switch” on page 141.)

4	 Remove the eight flange socket bolts (M4 x 6) and separate the outer and inner parts. (See step 

5 of “8B-3-5 (3) Replacing the Micro switch” on page 141.)

5	 Disconnect the connector of the micro switches on both sides.  (See step 6 of “8B-3-5 (3) 
Replacing the Micro switch” on page 141.)

6	 Remove the two flange socket bolts (M4 x 6) and two flange socket bolts (M4 x 30) and remove 
the inner cover. The slider at the tip of the lever has a built-in spring, so be careful not to allow 
the slider and spring fly off when removing the lever.

Cushion rubber and spacer (4 x 35)
(* Be careful not to drop or lose the 
cushion and spacer during 
disassembly.)

Flange socket bolt (M4 x 30)

Flange socket bolt (M4 x 6)

Inner cover

Slider and slider spring
(* Be careful not to let the 
slider and slider spring fly 
off during disassembly.)
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7	 Remove the C-ring S (nominal diameter: 13) and replace the center boss. When assembling, 
apply silicon grease to the areas around the shaft of the center boss.

C-ring S (nominal diameter: 13)

Center boss

Use a cotton swab and apply 
silicon grease to the areas at the 
base of the shaft.

zz Be sure to use silicon grease for plastic lubrication. 
Lithium and molybdenum type greases cannot be used.
zz After assembly, wipe away any silicon grease that may have protruded around the 
micro switch.

8	 Assemble the shift (6-speed MT) assembly by reversing the disassembly procedure.

zz If you forget the part installation locations, refer to the exploded view in “10-5 Shift 
(6-speed MT) Assembly” on page 167.
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8B-3-6	 Pedal assembly - Must be performed by a technician -

(1)	 Removing and Installing the Pedal Assembly

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the four button head bolts (M6 x 12) and four flat washers (M6).

3	 Rotate the back edge of the pedal assembly so it faces the user.

Pedal assembly

Flat washer (M6)

Button head bolt (M6 x 12)

4	 Disconnect the connector.

5	 Remove the pedal assembly.

Connector

Pedal assembly

6	 To install, perform the procedure in reverse.
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(2)	 Replacing the Pedal Assembly Analog Interface

The replacement method is the same for both the accelerator pedal and brake pedal.

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	R emove the pedal assembly. (See “8B-3-6 (1) Removing and Installing the Pedal Assembly” on 
page 146.)

3	 Disconnect the connector.

4	 Remove the Phillips pan head screw (with split washer) (M4 x 8), and remove the ground terminal.

5	 Using an Allen wrench, loosen the hexagon socket head set screw (M4 x 8), and remove the 
analog interface together with the interface bracket.

Interface bracket

Connector

Hexagon socket head set screw (M4 x 8)

Pedal assembly

Allen wrench

Cord clip

Phillips pan head screw
(with split washer)
(M4 x 8)

Ground wire
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6	 Remove the analog interface from the interface bracket, and replace the analog interface.

Interface bracket

Flat washer

Split washer

Hexagon nut

Analog interface

3 2 1

Black
White

Red

Analog interface

7	 To install, perform the procedure in reverse.

zz When installing the analog interface, align the flat surface of the interface shaft with 
the position of the hexagon socket head set screw.

Flat section on interface 
shaft

Hexagon socket 
head set screw

zz After replacement, be sure to check the analog interface operation. (See “7-9 
Adjustments after Parts Replacement (GO TO I/F INITIALIZE)” on page 68.)
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(3)	 Replacing the boot

The replacement method is the same for both the accelerator pedal and brake pedal.

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the pedal assembly. (See “8B-3-6 (1) Removing and Installing the Pedal Assembly” on 
page 146.)

3	 Remove the four flanged nuts (M6)

Pedal

Flanged nut (M6)

Pedal plate
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4	 Rotate the pedal and remove it from the pedal plate.

Pedal

Pedal plate

zz The analog interface is easily damaged, so be careful not to bump the analog 

interface when removing the pedal.

5	 Remove the two Phillips pan head screws (with flat and split washers) (M3 x 5), remove the 
fastener, and replace the boot.

Phillips pan head screws
(with flat and split washers)

Fastener (M3 x 5)

6	 To install, perform the procedure in reverse.

zz When inserting the pedal during installation, push in the pedal so that the base of the 
boot is aligned with the hole in the pedal plate.

Align the boot with the rectangular 
hole in the pedal plate.

Pedal plate
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(4)	 Replacing the Brake Damper

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the pedal assembly. (See “8B-3-6 (1) Removing and Installing the Pedal Assembly” on 
page 146.)

3	 Remove the four flange socket head bolts (M6 x 8), and replace the brake damper.

Brake damper

Flange socket head bolt
(M6 x 8)

4	 To install, perform the procedure in reverse.
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(5)	 Replacing the Cushion

The replacement method is the same for both the accelerator pedal and brake pedal.

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the pedal assembly. (See “8B-3-6 (1) Removing and Installing the Pedal Assembly” 
on page 146.)

3	 Remove the two flange socket head bolts (M5 x 10), and remove the cushion and spacer.

Cushion, spacer

Spacer

Cross-sectional diagram

Cushion

Flange socket head bolt
(M5 x 10)

4	 Replace the cushion.

5	 To install, perform the procedure in reverse.
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8B-3-7	 Seat Base assembly  – Must be performed by a technician-

(1)	 Replacing the LED PC Board

This machine uses three LED PC boards.
Refer to the procedure below, and replace the LED PC board that corresponds to the malfunction location.

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

zz PC boards are sensitive to static electricity. If a person handles a PC board while 
charged with static electricity, the parts on the PC board may be damaged. Before 
handling a PC board, discharge the static electricity from your body; for example, by 
touching the surface of grounded metal.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the two countersunk torx bolts (M5 x 12), and remove the tail lamp base.

3	 Disconnect the connector.

Torx bolt (M5 x 12)

Tail lamp base

Connector
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4	 Remove the two Phillips pan head screws (with split washer) (M3 x 6), and remove the LED PC 
board.

Tail lamp base

Phillips pan head screw (with split washer)
(M3 x 6)

Connector

LED PC board

5	 To install, perform the procedure in reverse.
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8B-3-8	 Seat Assembly   –Must be performed by a technician-

(1)	 Replacing the LED PC Board

This machine uses four LED PC boards.
Refer to the procedure below, and replace the LED PC board that corresponds to the malfunction location.

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

zz PC boards are sensitive to static electricity. If a person handles a PC board while 
charged with static electricity, the parts on the PC board may be damaged. Before 
handling a PC board, discharge the static electricity from your body; for example, by 
touching the surface of grounded metal.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the eight button head bolts (M4 x 8) and eight flat washers (M4), and remove the seat 
back cover.

Flat washer (M4)
Seat back cover

Button head bolt (M4 x 8)
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3	 Disconnect the connector, remove the four Phillips tap-in binding screws (M4 x 8), and remove 
the LED bracket.

Phillips tap-in binding screw
(M4 x 8)

LED bracket

Connector

4	 Remove the two pan head screws (with split washer) (M3 x 6).

5	 Disconnect the connector, and remove the LED PC board.

Phillips pan head screw (with split washer)
(M3 x 6)

Connector

LED PC board

6	 To install, perform the procedure in reverse.
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(2)	 Replacing the Seat Rails

zz To avoid electric shock, accidents or injuries to yourself or other people, or damage to the electronic 
circuits, be sure to turn off the power switch before starting work.

1	 Turn off the power switch. (See “7-6-1 Turning the Power Switch On” on page 31.)

2	 Remove the pedal assembly. (See “8B-3-6 (1) Removing and Installing the Pedal Assembly” on 
page 146.)

3	 Remove the four button head bolts (M6 x 12) and four flat washers (M6), and remove the floor 
panel.

Button head bolt (M6 x 12)

Flat washer (M6)

Floor panel

4	 Remove the tail lamp base. (See “8B-3-7 (1) Replacing the LED PC Board” on page 153.)
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5	 Disconnect the connector.

6	 Remove the eight button head bolts (M6 x 12) and six flat washers (M6), and remove the seat 
assembly.

Flat washer (M6)

Button head bolt (M6 x 12)

Button head bolt
(M6 x 12)

Seat assembly

Connector

7	 Remove the four countersunk washer nuts (M8), and remove the seat floor.	

Seat floor

Countersunk washer nut (M8)

Seat assembly
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8	 Slide each seat rail all the way forward and all the way back, remove the two flange socket head 
bolts (M8 x 20), and replace the seat rails.

Seat floor

Flange socket head bolt (M8 x 20)

Seat assembly

zz Be careful not to pinch your fingers or other items when sliding the seat rails.

9	 To install, perform the procedure in reverse.
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9.	Disposal

zz When disposing of the machine, follow the applicable regulations for collection, transportation and 
disposal.
zz When outsourcing the collection, transportation and disposal of the machine, be sure to delegate to 
specialists in each field.

zz The software used in this machine is protected by copyright laws. 
It is prohibited to copy, adapt, distribute publicly, or use the software for purposes 
other than the operation of this machine. 
Infringement of the copyright laws may subject persons to criminal penalties. 
Do not use the recording media containing the software in a machine other than the 
specified game machine.  
Doing so may result in mechanical malfunction.
zz The LCD contains substances corresponding to specially controlled industrial waste 
for which special collection, transportation and disposal are mandated by regula-
tions. 
When disposing of the LCD, contact your distributor.  
 
*�Special collection, transportation and disposal of specially controlled industrial 
waste may also be specified by local municipal regulations or other ordinances.
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10.	Parts List

10-1	 Underbox Assembly

5

30
21

24

18
1

31

23

4

33

28

16

12 

14 

10 

32 

25 

27 

11 22

15

20

7

6

29 19

17

3130

3

9

8

2

26

13

Z

View from direction Z

3736

Supplied items

39

Operation Manual

40
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10. P arts List
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No. Name Qty. Type and rating Part No.

1 Underbox 1 729-115

2 Service door 1 729-116

3 Coin box door 1 729-117

4 Woofer box 1 729-118

5 Woofer net 1 729-119

6 Slide rail 1 729-120

7 Stopper bracket 1 729-121

8 Service door hinge 1 729-122

9 Coin box door hinge 1 729-123

10 Stopper plate S 1 729-124

11 Stopper plate C 1 729-125

12 Prize frame 1 729-126

13 Flap 1 729-127

14 Flap shaft 1 729-128

15 Guard panel 1 729-129

16 AC cover 1 729-130

17 Underbox sticker 1 729-131

18 Driving fee sticker 1 729-377

19 Lock sticker 1 461-710

20 Power sticker 1 461-752

21 Rubber stopper CD 2 710-843

22 Cash box (K) 1 461-040

23 Cam lock 1 N92-L10 101-142

24 Coin box lock (*1) 1 F750-DS8 101-175

25 Coin selector 1 AD-81P3B5 (HK1$ specification) 100-356

26 Coin FT bracket 1 NAD-FT(M) 
(with selector, HK1$, without light)

100-450

27 Coin micro switch 1 000-698

28 Delrin bearing 4 DR-22-B5-M5-JH 103-152

29 Knob lock 1 TL-284 101-177

30 Caster (stationary type) 2 SKC-75NM 102-201

31 Adjusting bolt 2 KYW16-75-6B 102-045

32 Circuit protector (circuit breaker) 1 ICP30-L-11-608-7.5-Z811 000-760

33 Woofer speaker 1 FL130U70-4 006-184

36 LAN cable 1 10m 007-941

37 Fuse 1 250V 5A 001-104

39 Coin sticker 1 729-110

40 Driver Cabinet Operation Manual 1 741-360

*1 If you desire a non-random number for Part No. 24, consult your distributor when ordering.
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10-2	 Monitor Assembly
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26 27
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3525

21
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32-inch 
LCD monitor
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No. Name Qty. Type and rating Part No.

1 Middle box 1 729-140

2 Service door 1 729-141

3 Rack base 1 729-142

4 LCD stay 2 729-143

5 Camera stay 1 729-144

6 Monitor glass 1 729-145

7 Glass retainer 2 729-146

8 Glass cushion 2 729-147

9 Punching sticker 1 729-148

10 Baffle board 2 729-149

11 Control panel retainer 1 729-150

12 Monitor mask A 1 729-151

13 Monitor mask B 1 729-152

14 Monitor mask L 1 729-153

15 Monitor mask R 1 729-154

16 Ring A 6 729-155

17 Ring B 6 729-156

18 Control panel 1 729-157

19 Shift bottom cover 1 729-158

20 Control panel speaker cover L 1 729-159

21 Control panel speaker cover R 1 729-160

22 Point cover L 1 729-161

23 Point cover R 1 729-162

24 Instrument panel sticker 1 729-163

25 View Change sticker 1 729-164

26 AC cover B 1 729-166

27 Cable stay 1 729-167

28 Caution sticker Hypersensitivity to Light (H) 1 461-504

29 Warning sticker Service (B) PH 1 461-677

30 Coin box lock (*1) 1 F750-DS8 101-175

31 Key tag 1 M7 101-229

32 Round anti-vibration rubber 4 KB-20 102-020

34 Speaker 1 F66U63-3 006-181

35 Illuminated button (green) 1 OBSA-45AK-G-1FLED-G-12V 000-827

36 Illuminated button (red) 1 OBSA-45AM-R-1FLED-R-12V 000-828

37 Fan motor 1 PAAD2A225BM-Y003 005-493

38 BNG card reader assembly 1 Cover, with sticker 307-516

39 Steering PC board 6 307-588

40 Environment sensor 1 KBCR-M05VU-HPB2010-CO 307-523

41 DVI cable 1 1000 mm (between game PC board and monitor) 007-929

42 Fuse holder 1 F-3321-F-1P 001-076

43 Fuse 1 AC250V 5A 001-104

44 USB-ZH5P cable 1 TYX3071-010107
(between environment sensor and USB connector)

007-930

*1 If you desire a non-random number for Part No. 30, consult your distributor when ordering.
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10-3	 Signboard Assembly

6

11109 81

14
4

3 13 12 3 2

7

5

(Opposite

 side          )

(Opposite

 side          )

No. Name Qty. Type and rating Part No.

1 Signboard box 1 729-344

2 Harness cover 1 729-345

3 Pillar cover 2 729-346

4 Signboard side cover L 1 729-347

5 Signboard side cover R 1 729-348

6 LED cover L 1 729-349

7 LED cover R 1 729-350

8 LED reflector 6 729-351

9 Signboard panel 1 729-352

10 Signboard sheet 1 735-193

11 Signboard 1 735-194

12 Panel retainer 1 729-355

13 LED bar 1 AD L_B-10W(600)_BN 307-585

14 LED PC board 6 LMRGB12-9-14622-C 002-617

15 LED bracket (L) 2 729-356
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10-4	 Steering Assembly
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3
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No. Name Qty. Type and rating Part No.

1 Main frame 1 729-364

2 Sub frame 1 729-365

3 Spacer 1 463-031

4 Collar 1 463-032

5 Steering interface bracket 1 729-363

6 Stopper arm B 1 464-011

7 Stopper rubber 2 455-017

8 Steering wheel 1 729-165

9 Emblem sticker 1 729-362

10 Center cap 1 463-113

11 Key (both-sided) 1 8X7X45 (S45C) 107-028

12 Steel plate housing unit 1 SBPFL205 103-095

13 DC motor 1 DTM-7060-2 005-494

14 Analog interface 1 RVQ24YNC0406 20F B102 
(270°, without stopper)

008-078

15 Blind bracket 1 710-892

16 Decorative garnish 1 729-361
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10-5	 Shift (6-speed MT) Assembly
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22
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No. Name Qty. Type and rating Part No.
1 Gate cover 1 719-218
2 Outer case 1 710-911
3 Inner case 1 710-912
4 Top bracket 1 710-913
5 Outer cover 1 710-914
6 Inner cover 1 710-915
7 V-plate 1 710-916
8 Shift knob 1 Hard alumite treated 719-217
9 Lever shaft 1 710-918

10 Shift gate 1 710-919
11 Center boss 1 710-920
12 Slider 1 710-921
13 Shutter A 1 710-922
14 Shutter B 1 710-923
15 Cushion rubber 2 710-924
16 Slider spring 1 710-925
17 Neutral spring 1 710-926
18 Flange bushing 2 LFF-1006 104-004
19 Gate cover sticker 1 729-170
20 Photo interrupter (with connector) 2 KI1520-NM 000-623
21 Micro switch 2 D3M-01L3-3 000-624
22 Shift (6-speed MT) assembly 1 Excludes Part Nos. 1, 8, 13, 14 and 19 710-805
23 Shift sub assembly 1 Excludes Part Nos. 2, 4, 5, 10, 18 and 20 from Part No. 22 711-014
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10-6	 Pedal Assembly
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Brake pedal Accelerator pedal

Accelerator pedal

Brake pedal

No. Name Qty. Type and rating Part No.

1 Pedal plate 1 729-175

2 Angle AL 1 729-176

3 Angle AR 1 729-177

4 Angle BL 1 729-178

5 Angle BR 1 729-179

6 Pedal A 1 729-180

7 Pedal B 1 729-181

8 Pedal shaft 2 729-182

9 Interface bracket 2 729-183

10 Boot 2 729-190

11 Spring A 2 729-185

12 Spring B 1 729-186

13 Cushion 4 729-187

14 Brake damper 1 463-028

15 Analog interface 2 RVQ24YN04-05 20F B102 (40°) 008-021

16 Spacer 8 729-188

17 Fastener 2 729-191
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10-7	 Service Plate Assembly

5

6

3

4

1

2

No. Name Qty. Type and rating Part No.

1 Service plate 1 729-195

2 Service sticker 1 729-196

3 Push button (red) 1 SDP-103-C22RB 000-336

4 Push button (green) 1 SDP-103-C22GB 000-619

5 Slide switch 1 SDS-103A-03#13BJ 000-681

6 Toggle switch 1 SDSA-331G-CR 000-337

10-8	 Cord Box Assembly

1

2

No. Name Qty. Type and rating Part No.

1 Cord box 1 729-200

2 Noise filter 1 10GEEG3E-R (250VAC 10A) 007-205
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10-9	 Seat Base Assembly
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8
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No. Name Qty. Type and rating Part No.

1 Seat base 1 729-204

2 Floor panel 1 729-205

3 Tail lamp base 1 729-206

4 Tail lamp reflector 1 729-207

5 Tail lamp cover 1 729-208

6 Seat base sticker 1 729-209

7 Point cover L 1 729-161

8 Point cover R 1 729-162

9 Regulator base 1 729-235

10 Caster (swivel type) 2 STC-75NM 102-199

11 Adjusting bolt 2 KYW16-75-6B 102-045

12 LED PC board 3 LMRGB12-9-14622-C 002-617

13 Switching regulator (12 V) 2 LGA50A-12-J1 SXNMK 009-257

14 Switching regulator (24 V) 1 OZP-170-24-J00 009-260

15 Transformer 1 S133V693PV 004-737
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10-10	Seat Assembly
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No. Name Qty. Type and rating Part No.

1 Seat floor 1 729-215

2 Seat adapter 1 729-216

3 Seat cover F 1 729-217

4 Seat cover R 1 729-218

5 Seat pipe L 1 729-219

6 Seat pipe R 1 729-220

7 Seat LED bracket 1 729-221

8 Seat back cover 1 735-195

9 Seat side sticker (L) 1 729-223

10 Seat side sticker (R) 1 729-224

11 Seat speaker cover 2 710-962

12 Seat cushion 1 729-225

13 Seat back 1 729-226

14 Caution sticker Seat slide (C) 1 461-776

15 Seat rail L 1 729-227

16 Seat rail R 1 729-228

17 Speaker 2 F66U63-3 006-181

18 LED PC board 4 LMRGB12-9-14622-C 002-617

19 Hole cover 1 729-229
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2. Unmarked connectors indicate mini universal MATE-N-LOK connectors.
3. Cap connectors use pin contact, and plug connectors use socket contact.
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In this diagram,
1. Unmarked bold green/yellow lines indicate AWG16, unmarked bold lines indicated AWG18, and unmarked lines indicated 

AWG24.
2. Unmarked connectors indicate mini universal MATE-N-LOK connectors.
3. Cap connectors use pin contact, and plug connectors use socket contact.
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Copyrights and Trademarks

The software used in this machine is protected by copyright laws.
It is prohibited to copy, adapt, distribute publicly, or use the software for purposes other than the operation of this 
machine.
Infringement of the copyright laws may be subject to criminal penalties.
In addition, do not use the recording media containing the software in a machine other than the specified machine. 
Doing so may result in equipment malfunction.

parts of the software used in this machine are protected by GNU General public license (“Gpl”) and GNU lesser 
public license (“lGpl”).
Customers are allowed to obtain, modify and redistribute the source codes of those parts of the software.
Note that these parts of the software comprise only a part of this product, and this does not imply that the source codes 
of the entire software can be obtained, modified or redistributed.
For information on Gpl and lGpl, visit the following Websites.
http://www.gnu.org/licenses/old-licenses/gpl-2.0.html
http://www.gnu.org/licenses/old-licenses/lgpl-2.1.html
To obtain Gpl/lGpl protected source codes used in this machine, contact bANDAI NAMCO Amusement Inc.

　ses Bink Video. Copyright © 1997-2011 by RAD Game Tools, Inc.

This product uses rYObI fonts.
DynaFont is a registered trademark of DynaComware Taiwan Inc.

Dodge and SrT and related logos, vehicle model names and trade dress are trademarks of FCA US llC and used under 
license by bANDAI NAMCO Amusement Inc. ©2015 FCA US llC.

All trademarks and copyrights associated with the manufacturers, vehicles, models, trade names, brands and visual images 
depicted in this game are the property of their respective owners, and used with such permissions.

Other company names and product names noted in this Operation Manual are trademarks or registered trademarks of 
the respective companies.

This product uses the following third party software with approval.please see below for licensing conditions:

lua

Copyright (C) 1994-2008 lua.org, pUC-rio.  All rights reserved.

luabind

Copyright (c) 2003 Daniel Wallin and Arvid Norberg

Permission	is	hereby	granted,	free	of	charge,	to	any	person	obtaining	a	copy	of	this	software	and	associated	documentation	files	
(the "Software"), to deal in the Software without restriction, including without limitation the rights to use, copy, modify, merge, publish, 
distribute, sublicense, and/or sell copies of the Software, and to permit persons to whom the Software is furnished to do so, subject 
to the following conditions:

The above copyright notice and this permission notice shall be included in all copies or substantial portions of the Software.
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THE SOFTWARE IS PROVIDED "AS IS", WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED, INCLUDING BUT NOT 
LIMITED TO THE WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE AND NONINFRINGEMENT. IN 
NO EVENT SHALL THE AUTHORS OR COPYRIGHT HOLDERS BE LIABLE FOR ANY CLAIM, DAMAGES OR OTHER LIABILITY, 
WHETHER IN AN ACTION OF CONTRACT, TORT OR OTHERWISE, ARISING FROM, OUT OF OR IN CONNECTION WITH THE 
SOFTWARE OR THE USE OR OTHER DEALINGS IN THE SOFTWARE. 

SIMD oriented Fast Mersenne Twister(SFMT) pseudorandom number generator 

Copyright (c) 2006,2007 Mutsuo Saito, Makoto Matsumoto and Hiroshima

University.

Copyright (c) 2012 Mutsuo Saito, Makoto Matsumoto, Hiroshima University

and The University of Tokyo.

All rights reserved.

Redistribution and use in source and binary forms, with or without

modification, are permitted provided that the following conditions are

met:

    * Redistributions of source code must retain the above copyright

      notice, this list of conditions and the following disclaimer.

    * Redistributions in binary form must reproduce the above

      copyright notice, this list of conditions and the following

      disclaimer in the documentation and/or other materials provided

      with the distribution.

    * Neither the names of Hiroshima University, The University of

      Tokyo nor the names of its contributors may be used to endorse

      or promote products derived from this software without specific

      prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS

"AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT

LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR

A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT
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OWNER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,

SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT

LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE,

DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY

THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT

(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE

OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

Protocol Buffers - Google's data interchange format

Copyright 2008 Google Inc.  All rights reserved.

http://code.google.com/p/protobuf/

Redistribution and use in source and binary forms, with or without

modification, are permitted provided that the following conditions are

met:

    * Redistributions of source code must retain the above copyright

notice, this list of conditions and the following disclaimer.

    * Redistributions in binary form must reproduce the above

copyright notice, this list of conditions and the following disclaimer

in the documentation and/or other materials provided with the

distribution.

    * Neither the name of Google Inc. nor the names of its

contributors may be used to endorse or promote products derived from

this software without specific prior written permission.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS

"AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT

LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR

A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT
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OWNER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,

SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT

LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE,

DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY

THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT

(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE

OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

Independent JPEG Group License

this software is based in part on the work of the Independent JPEG Group

OpenSSL

  LICENSE ISSUES

  ==============

  The OpenSSL toolkit stays under a dual license, i.e. both the conditions of

  the OpenSSL License and the original SSLeay license apply to the toolkit.

  See below for the actual license texts. Actually both licenses are BSD-style

  Open Source licenses. In case of any license issues related to OpenSSL

  please contact openssl-core@openssl.org.

  OpenSSL License

  ---------------

/* ====================================================================

 * Copyright (c) 1998-2011 The OpenSSL Project.  All rights reserved.

 *

 * Redistribution and use in source and binary forms, with or without

 * modification, are permitted provided that the following conditions

 * are met:

 *
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 * 1. Redistributions of source code must retain the above copyright

 *    notice, this list of conditions and the following disclaimer. 

 *

 * 2. Redistributions in binary form must reproduce the above copyright

 *    notice, this list of conditions and the following disclaimer in

 *    the documentation and/or other materials provided with the

 *    distribution.

 *

 * 3. All advertising materials mentioning features or use of this

 *    software must display the following acknowledgment:

 *    "This product includes software developed by the OpenSSL Project

 *    for use in the OpenSSL Toolkit. (http://www.openssl.org/)"

 *

 * 4. The names "OpenSSL Toolkit" and "OpenSSL Project" must not be used to

 *    endorse or promote products derived from this software without

 *    prior written permission. For written permission, please contact

 *    openssl-core@openssl.org.

 *

 * 5. Products derived from this software may not be called "OpenSSL"

 *    nor may "OpenSSL" appear in their names without prior written

 *    permission of the OpenSSL Project.

 *

 * 6. Redistributions of any form whatsoever must retain the following

 *    acknowledgment:

 *    "This product includes software developed by the OpenSSL Project

 *    for use in the OpenSSL Toolkit (http://www.openssl.org/)"

 *

 * THIS SOFTWARE IS PROVIDED BY THE OpenSSL PROJECT ``AS IS'' AND ANY
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 * EXPRESSED OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE

 * IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR

 * PURPOSE ARE DISCLAIMED.  IN NO EVENT SHALL THE OpenSSL PROJECT OR

 * ITS CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,

 * SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT

 * NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES;

 * LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION)

 * HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT,

 * STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE)

 * ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED

 * OF THE POSSIBILITY OF SUCH DAMAGE.

 * ====================================================================

 *

 * This product includes cryptographic software written by Eric Young

 * (eay@cryptsoft.com).  This product includes software written by Tim

 * Hudson (tjh@cryptsoft.com).

 *

 */

 Original SSLeay License

 -----------------------

/* Copyright (C) 1995-1998 Eric Young (eay@cryptsoft.com)

 * All rights reserved.

 *

 * This package is an SSL implementation written

 * by Eric Young (eay@cryptsoft.com).

 * The implementation was written so as to conform with Netscapes SSL.

 * 

WMT5DX取扱説明書_EN.indb   180 16/03/22   19:55



 * This library is free for commercial and non-commercial use as long as

 * the following conditions are aheared to.  The following conditions

 * apply to all code found in this distribution, be it the RC4, RSA,

 * lhash, DES, etc., code; not just the SSL code.  The SSL documentation

 * included with this distribution is covered by the same copyright terms

 * except that the holder is Tim Hudson (tjh@cryptsoft.com).

 * 

 * Copyright remains Eric Young's, and as such any Copyright notices in

 * the code are not to be removed.

 * If this package is used in a product, Eric Young should be given attribution

 * as the author of the parts of the library used.

 * This can be in the form of a textual message at program startup or

 * in documentation (online or textual) provided with the package.

 * 

 * Redistribution and use in source and binary forms, with or without

 * modification, are permitted provided that the following conditions

 * are met:

 * 1. Redistributions of source code must retain the copyright

 *    notice, this list of conditions and the following disclaimer.

 * 2. Redistributions in binary form must reproduce the above copyright

 *    notice, this list of conditions and the following disclaimer in the

 *    documentation and/or other materials provided with the distribution.

 * 3. All advertising materials mentioning features or use of this software

 *    must display the following acknowledgement:

 *    "This product includes cryptographic software written by

 *     Eric Young (eay@cryptsoft.com)"

 *    The word 'cryptographic' can be left out if the rouines from the library

 *    being used are not cryptographic related :-).
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 * 4. If you include any Windows specific code (or a derivative thereof) from 

 *    the apps directory (application code) you must include an acknowledgement:

 *    "This product includes software written by Tim Hudson (tjh@cryptsoft.com)"

 * 

 * THIS SOFTWARE IS PROVIDED BY ERIC YOUNG ``AS IS'' AND

 * ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE

 * IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE

 * ARE DISCLAIMED.  IN NO EVENT SHALL THE AUTHOR OR CONTRIBUTORS BE LIABLE

 * FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL

 * DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS

 * OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION)

 * HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT

 * LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY

 * OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF

 * SUCH DAMAGE.

 * 

 * The licence and distribution terms for any publically available version or

 * derivative of this code cannot be changed.  i.e. this code cannot simply be

 * copied and put under another distribution licence

 * [including the GNU Public Licence.]

 */

Camellia C-language Version Crypto Engine

Copyright (c) 2006,2007
NTT (Nippon Telegraph and Telephone Corporation) . All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted provided that the following conditions 
are met:
1.  Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer as the 
first lines of this file unmodified.
2.  Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in 
the documentation and/or other materials provided with the distribution.
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THIS SOFTWARE IS PROVIDED BY NTT ''AS IS'' AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT 
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE 
DISCLAIMED.
  IN NO EVENT SHALL NTT BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT  NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, 
DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER 
IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF 
THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

=============================================================
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